
ASPHALT REACTIVE
ASPHALT MATERIAL

Potmix® Asphalt Reactive is a high-performance
asphalt for durable and permanent repairs of
asphalt surfaces. The product is the only cold-
lay asphalt that truly matches the quality of a
hot-mix asphalt. The asphalt hardens quickly on
contact with water and contains no
environmentally harmful ingredients or solvents.
The mineral aggregate is granite of 0-8 mm size.
Traffic can be allowed onto the repaired area
immediately. It is specifically designed to work
equally well in both summer and winter seasons.
The product shelf life is 12 months.

• QUICK CURING TO 5 kN IN 1h
• CURES IN CONTACT WITH WATER
• SOLVENT FREE PRODUCT

User instructions: Prepare the repair area by removing debris and filling the base
course with compacted sand or gravel. Leave a depth of 2–4 cm for the asphalt; for
deeper areas, the asphalt should be compacted in layers. On smooth surfaces, or
surfaces where adhesion may be difficult, it is recommended to use Potmix® Asphalt
Primer for additional adhesion. Fill the repair area with the asphalt and apply water
to it (2 litres per 20 kg). Then compact the asphalt using intermittent pressure. If no
compacting tools are available, traffic can be allowed onto the surface to provide the
compacting force.

Article number Size Unit Qty / pallet

11040 20 kg bucket 44
11042 20 kg bag 40
11044 14 kg bag 60
11046 10 kg bucket 60
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